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BALUSTRADE 
SYSTEMS

NOTICE : 

SPECTIS ADHESIVE MUST BE USED ON ALL BEDDING/BUTT JOINTS.

4Ž BALL RULE
To meet most building code regulations a 4Ž ball 
can•t pass through the widest opening between 
balusters. Purchaser must check for system suitability 
in their area. Spectis makes no guarantee of suitability 
on any specific application.

Above photo shows the use of Spectis custom radius top & 
bottom rail, baluster, top & bottom rails and newel posts 
with cap

Photo above illustrates the use of the following Spectis 
products: BAL 2027, BAL 2046, RAL 2100T & B, NP 2211 and  
NC 2332 … lighting installed by customer.

© Tom Redfield Productions

Above photo shows the use of Spectis custom radius rails and twisted radius 
stair rails along with top & bottom rails and newel posts with caps

Above photo shows the use of Spectis balusters, top & bottom rails and 
columns with cap & base

Above photo shows the use of Spectis balustrade system, moulding trim 
and blocks
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BALUSTRADE
SYSTEMS

KIN 01-C • one 1/2” concrete anchor   
• one 8” C-channel 
• one 52” x 1/2” threaded rod

KIN 01-W • one floor flange 
• one 8” C-channel  
• four #14 x 2” wood screws 
• one 52” x 1/2”threaded rod

KIN 02-C • one 1/2” concrete anchor   
• one 4 1/4” C-channel 
• one 52” x 1/2” threaded rod

KIN 02-W • one floor flange 
• one 4 1/4” C-channel  
• four #14 x 2” wood screws 
• one 52” x 1/2”threaded rod

KIN 04-C • one 1/2” concrete anchor   
• one 7 1/2” C-channel 
• one 52” x 1/2” threaded rod

KIN 04-W • one floor flange 
• one 7 1/2” C-channel  
• four #14 x 2” wood screws 
• one 52” x 1/2”threaded rod

KIN 06-C • one 1/2” concrete anchor   
• one 6 1/2” C-channel 
• one 52” x 1/2” threaded rod

KIN 06-W • one floor flange 
• one 6 1/2” C-channel  
• four #14 x 2” wood screws 
• one 52” x 1/2”threaded rod

KIR 01 • four 4 1/4” prepunched 
KIR 04  aluminum brackets

• four 5/16” x 2 1/2” bolts w/nuts 
  and lock washers 

• sixteen #14 x 2” wood screws

KIR 02 • four 2 1/2” prepunched
KIR 05  aluminum brackets

• four 5/16” x 2 1/2” bolts w/nuts 
  and lock washers 

• four #14 x 2” wood screws

KIR 03 • four 1 3/4” prepunched
  aluminum brackets

• four 5/16” x 2 1/2” bolts w/nuts 
  and lock washers 

• four #14 x 2” wood screws

RAILING HARDWARE

C* = concrete installation W* = wood 

KIR 01 RAL 2100, RAL 2101, RAL 2103,
   RAL 2105, RAL 2106, RAL 2107,
   RAL 2108, RAL 2111, RAL 2112,
   RAL 2113, RAL 2117, RAL 2119
   RAL 2124, RAL 2126
KIR 02 RAL 2102, RAL 2104, RAL 2110

   RAL 2116, RAL 2120, RAL 2121,
   RAL 2122, RAL 2123, RAL 2125
KIR 03 RAL 2114, RAL 2115

 KIR 04 NCOP 2100
 KIR 05 NCOP 2110

KIT NUMBER FOR RAILINGS

RAILING INSTALLATION KITS

KIN 01-C* NP 2201, NP 2208, NP 2209 
KIN 01-W* NP 2210, NP 2228, NP 2220 
KIN 02-C* NP 2207 
KIN 02-W*
KIN 04-C* NP 2206, NP 2233
KIN 04-W*
KIN 06-C* NP 2200, NP 2211, NP 2212
KIN 06-W* NP 2218

KIT NUMBER FOR NEWEL POSTS

NEWEL POST INSTALLATION KITS

SUP 01 4” 3 5/8” 4” RAL 2104
SUP 02 2” 3 5/8” 4”
SUP 03 4” 6” 6” RAL 2102,
SUP 04 2” 6” 6” RAL 2105
SUP 05 4” 7” 8” RAL 2100,
SUP O6 2” 7” 8” RAL 2103
SUP 07 4” 12” 12” RAL 2101
SUP 08 2” 12” 12”

RAILING
SUPPORT 
BLOCKS

NUMBER HEIGHT WIDTH LENGTH

Photo left illustrates the use of 
Spectis balusters, top & bottom rail 
and fluted columns 
with caps & bases.

BALUSTRADE SYSTEM INSTALLATION KITS

•  See pages 263-265 for complete balustrade installation instructions.

NEWEL POST HARDWARE
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BALUSTRADE 
SYSTEMS

NOTICE : 

SPECTIS ADHESIVE MUST BE USED ON ALL BEDDING/BUTT JOINTS.

AC 49F
• 4 1/2” Diameter 
• 9 3/8” Height
• 4 9/16” Base Dia. 

AC 611F 
• 6 5/8” Diameter
•11 3/4” Height
• 6 5/8” Base Dia. 

AC 611H 
• 6 5/8” Diameter
•11 3/4” Height
• 6 5/8” Base Dia. 

AC 49H
• 4 1/2” Diameter 
• 9 3/8” Height
• 4 9/16” Base Dia. 

AC 100 
• 4” Diameter
• 4 1/2” Height
• 4” Base Dia. 

ACCESSORIES

BA 4KN 
• 4” Diameter 
• 5” Height
• 3 1/4” Base Dia. 

BA 3 
• 3” Diameter 
• 4 1/8” Height
• 3” Base Dia. 
BA 5 
• 5” Diameter
• 6 1/2” Height
• 5” Base Dia. 
BA 6 
• 6” Diameter
• 8” Height
• 6” Base Dia. 
BA 7 
• 7” Diameter
• 8 3/4” Height
• 7” Base Dia.
BA 9 
• 9” Diameter
• 11 9/16” Height
• 7 9/16” Base Dia. 
BA 10 
• 10” Diameter
• 13 1/2” Height
• 10” Base Dia. 
BA 12 
• 12” Diameter
• 15 3/4” Height
• 12” Base Dia. BA 8L

• 8” Diameter
• 11 1/4” Height
• 7” Base Dia. 

BA 12.5 
• 12 1/2” Square Base 
• 21” Height
• 12” Diameter Ball
• 2 PARTS 

BA 18/BB 10
• 18” Diameter 
• 26 1/2” Height
• 17 11/16” Base Dia. 
• 2 PARTS
BA 24/BB 20
• 24” Diameter 
• 32 1/2” Height
• 23” Base Dia. 
• 2 PARTS

BA 8NB
• 8” Diameter 
• 3 7/16” Base Dia.
• NO BASE
BA 18NB

• 18” Diameter 
• 8 1/4” Base Dia.
• NO BASE 

BA 7KN 
• 7” Diameter 
• 8 1/2” Height
• 7” Base Dia. 

BA 8WB
• 8 1/4” Diameter 
• 11 1/8” Height
• 9 1/4” Base Dia. 
• WITH BASE

PT 01 
• 4” Square 
• 5 1/4” Height

PF 11F
• 5 1/4” Diameter 
• 11” Height
• 4 1/2” Base Dia.
PF 14F 
• 7 1/2” Diameter
• 14” Height
• 6 1/4” Base Dia.
PF 103F 
• 14 1/16” Diameter
• 23” Height
• 10 7/8” Base Dia.

PF 14H 
• 7 1/2” Diameter
• 14” Height
• 6 1/4” Base Dia. 
PF 103H 
• 14 1/16” Diameter
• 23” Height
• 10 7/8” Base Dia. 

PF 11H
• 5 1/4” Diameter 
• 11” Height
• 4 1/2” Base Dia.
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SYSTEMS

NEWEL CAP OVER POST

Spectis' newel cap over 
post allows you to have 
traditional stone styling 
where the top rail 
wraps around the newel 
post. Our Balustrade 
system is light-weight 
polyurethane and 
100% maintenance free
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NCOP 2100-13
• To fit on 13" sq newel post NP 2200 

with 1/2" reveal on all sides

• 18" square

• 5 1/2" height

• Matches RAL 2100T

• Uses KIR 04

• Available in Straight, Corner and End 
configurations

NCOP 2110-12
• To fit on 12" sq newel post NP 2201 

with 1/2" reveal on all sides

• 14 5/16" square

• 3 1/8" height

• Matches RAL 2110T

• Uses KIR 05

• Available in Straight, Corner and End 
configurations

NCOP 2100 NCOP 2110
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Custom Polyurethane Products

SPECTIS
MOULDERS INC.

™
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